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SUZM35VA? | SUZ-MBOVA2 | SUZ-MGOVAZ | SUZM71VA2 | PUZ-M10OVKA3 | PUZ-M100YKA3 | PUZMI25VKAS | PUZM125YKA3 | PUZM140VKAS [ PUZM140YKA3
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Power Source Outdoor power supply
Suj | Outdoor (V/Phase/Hz) 230/Single/50 400/Three/50 | 230/Single/50 | 400/Three/50 | 230/Single/50 | 400/Three/50
Cooling Capacity Rated | kW 3.6 5.0 6.1 1 9.5 95 121 121 13.4 13.4
Min-Max | kW 08-39 17-5.6 1.6-6.3 22-81 4.0-10.6 4.0-10.6 6.0-13.0 6.0-13.0 6.1-141 6.1-141
Total Input | Rated | KW 0.924 1.352 1.695 2.028 2879 2.879 4.020 4.020 4769 4769
EER ™4 3.90 370 3.60 3.50 3.30 3.30 3.01 3.0 2831 2.81
Design load | KW 3.6 5.0 6.1 71 95 95 121 121 13.4 13.4
Annual el consumption &2 | kWh/ia 200 277 347 397 538 538 131 131 1487 1487
SEER '+™! 6.3 6.3 6.1 6.2 6.1 6.1 5.54 554 5.41 5.41
[Enerqy efficiency class At+ At+ A+t At A+t A+t = = =
nsc o - = = = - = 218.5% 218.5% 213.3% 213.3%
Heating Capacity Rated Kl 41 6.0 70 8.0 1.2 n.2 135 13.5 15.0 15.0
Min-Max [3 11-50 1.5-72 1.6-80 20-102 2.8-125 28-125 4.1-15.0 4.1-15.0 4.2-15.8 42-15.8
Total Input | Rated [3 1.0256 1464 1.843 2.106 2.948 2.048 3.0 3.740 4.156 4.166
COP™ 4.00 4.10 3.80 3.80 3.80 3.80 361 3.61 361 3.61
Design load W 2.7 43 46 5.8 8.0 a0 8.5 .5 94 9.4
Declared Capacity |at reference design temperature 2.3 (10°C) | 3.8(10°C} | 4.1 (-10°C) 5.2 -10°C) | 6.0 {10°C) 6.0(-10°C) | 85 (-10°C} 85 (10°C) | 9.4 £10°C) 9.4 (-10°C)
| at bivalent ternperature 24(7°0 38 (-7°C) 4.1 (7°C) 5.2 (7°C) 70£7°C) 70-7°C) 8.5 (10°C) 8.5 (-10°C) 9.4 £10°C) 9.4 (-10°C)
|at operation limit temperature 2.3 (-10°C) 3.8(-10°C} 4.1 (-10°C} 5.2 -10°C) 4.5 (15°C) 4.5 (-15°C) 6.0 £15°C) 6.0 (-15°C) 7.0 (-15°C) 70 -15°C)
Back up heating capacity 0.4 05 0.5 0.6 2.0 20 0.0 0.0 0.0 0.0
Annual electricity consumption ™2 kWh/a 907 1417 1558 1973 2729 2729 3069 3069 3399 3399
SCOP a8l 4.1 4.2 41 41 41 41 3.88 3.88 387 3.87
[Energy efficiency class At At At At At A¥ = = = =
|nS_h Yo = = = = 162.1% 162.1% 151.8% 151.9%
Oﬁela(ing Current (Max) A 8.7 14.9 16.7. 16.7 22.3 138 28.8 138 32.6 14.1
ndoor nput EoomulHeatlng] Rated KW 0.04 0.07 0.08 0.09 0.14 0.14 0.20 0.20 0.21 0.21
Unit Operating Current (Max) A 1.16 1.35 1.85 1.9 2.25 2.25 2.34 2.34 2.63 2.63
Dim i [H*W*D mm 260-900-732 | 260-900-732 | 250-1100-732 | 250-1100-732 | 260-1400-732 | 250-1400-732 | 260-1400-732 | 250-1400-732 | 250-1600-732 | 250- 1600 - 732
Weight kg 25 265 29.56 2956 7 7 38 38 42 42
AirVolume {Lo-Mid-Hi) m*min | 85-10.0-15 [ 120-145-120 | 14.0-170-200 [ 145-18.0-23.0 [ 23.0-26.0-32.0 [ 23.0-28.0-32.0 [ 28.0-34.0-370 | 26.0-34.0-370 | 29.5-355-40.0 [ 29.5-355-40.0
External Static Pressure Pa 8l <~ | - - -l <15 [ -5 D-l | < <0l D | - - 05 0l | < <TI0 | -0 l>- Dy | -0 T | <AD-0- -l -y | el -E0- T-clD-—<EDD
Sound Level (Lo-Mid-Hi) (SPL) dBIA) 23-265-28 | 27-33-35 | 265-30-33 | 26-32-37 | 31-36-39 | 31-36-39 | 35-39-471 | 35-39-41 | 34-38-41 | 34-38-41
Sound Level (PWL) dBAl 49 57 5 61 63 66 66 66 66
Outdoor |Dimensions [H*W*D mm 550-800-286 | 714 -800- 266 | 880 - 840 - 330 [ 880- 840 - 330 | 981 - 1060 - 370 {981 - 1060 - 370 | 981 - 1050 - 370 | 981 - 1060 - 370 | 881 - 1060 - 370 | 881 - 1060 - 370
Unit Weight 35 41 5: 54 7% 78 84 86 84 86
AirVolume Cooling m¥min 34.3 45.8 49.8 49.8 79 79 86 86 86 86
Heating m/rmin 32.7 437 55.0 55.0 77 77 92 92 92 92
Sound Level (SPL) Cooling dB(A) 48 49 4 51 51 54 54 56 56
Heating dBiA) 48 51 5 54 54 56 56 57 57
Sound Level (PWL] Cooling dBiA) 59 34 65 70 70 72 72 73 73
Operating Current (Max] A 85 135 14.8 14.8 200 1.5 265 1.5 30.0 1.5
Breaker Size A 10 20 20 20 32 16 32 16 40 16
Bt Diameter 1o Liquid/Gas mm 6.35/9.52 6.35/12.7 | 6.35/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/16.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88
Piping Max.Length Qutn m 20 30 30 30 55 55 65 65 65 65
Max.HeigM Outdn m 12 30 30 30 30 30 30 30 30 30
uaranteed Operating Range Cooling ¥ °C -10 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46 -15 ~ 46
(Qutdoor] Heating T -10 ~ 24 -10~24 =10 ~ 24 =10 ~ 24 =15 ~ 21 =15 ~ 21 =15 ~ 21 =15 ~ 21 -15 ~ 21 =15 ~ 21

*#1 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GWP, if leaked to the atmosphere. This appliance
contains a refrigerant fluid with a GWP equal to 675. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 675 times higher than 1 kg of CO2, over a period
of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the preduct yourself and always ask a professional. The GWP of R32 is 675 in the IPCC 4th Assessment Report.

*2 Energy consumpticn based on standard test results. Actual energy consumption will depend on how the appliance is used and where it is located.

*3 Optional air protection guide is required where ambient temperature is lower than -5°C. Only available for PUZ.

*4 EER/COP and SEER/SCOP for M35-60 are measured at ESP 35Pa, for M71/100 at ESP 37Pa, for M125/140 at ESP 50Pa.

*5 SEER and SCOP are based on 2009/125%/EC Energy-related Products Directive and Regulation(EU) No206/2012.

#7 The factory setting of ESP is shown without < >

*8 Joint pipe is required depending on installed refrigerant pipes, outdoor units and indoer units.



